SPECIALIST DEALER INFORMATION

DallFlex drain body —
the original that sets the benchmark

The DallFlex system. One drain body,
seven shower channels

D n L L m E R Drainage systems.
Since 1913



The DallFlex system at a glance

Key features of the DallFlex system family:

— Very simple cleaning for optimum hygiene

— Functional and elegant thanks to customisable
precision-fit option

— Reliable waterproofing with tool-free click-in
DallFlex sealing sleeve

— Subtle product details, such as subsequent
fine-positioning in all horizontal directions

— Multi-award-winning design

DallFlex — a drain body that always fits

One drain body used with seven shower channels — DallFlex offers stylish and
easy-to-install solutions for virtually every structural situation.

DallFlex shower underlay — with DallFlex drain body and integrated slope
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suitable for CeraFloor suitable for CeraWall suitable for Zentrix and CeraNiveau
shower channels and CeraFloor shower shower channels
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DallFlex drain body

PLUS X AWARD"

honoured as:

BEST PRODUCT
2017

Key features of the DallFlex drain body:

— Installation in the screed, can be freely positioned against
the wall or in the rest of the floor depending on preference

— Universal drain body with removable trap insert and unique
click-in sealing sleeve

— Forinstallation with CeraFloor Select, CeraWall Select,
CeraWall Individual, CeraFloor Pure, CeraWall Pure,
Zentrix and CeraNiveau shower channels

Flexible sealing sleeve for bonded
waterproofing as per the ZDB data
sheet and liquid waterproofing

180°

Asymmetrical interchange-

able frame for adaptation to
various wall covering thick- —————— Easy-to-remove trap insert for
nesses Trom 12 - 32 mm, quick cleaning; easy access to
even after installation in the | wastewater pipe
screed

Tool-free positioning of drain outlet on three sides,
moving ball joint for tension-free connection to the

Mounting stands for wastewater pipe

acoustic decoupling and
height adjustment

Technical information

Build-in heights: 65 mm or 90 mm

Drainage rates: 0.5 l/s - 1.6 l/s *

Certified sound insulation in accordance with DIN 4109
and VDI 4100

* depending on the drain version and connection type
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